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lqijekbØks ,d lku tksl  

laiknd& ;g foKfIr vkidks ,f'k;kusV ds lkFk laiUu gqbZ O;oLFkk ds rgr izsf"kr dh tk jgh gSA ihVhvkbZ ij 

bldk dksbZ laikndh; mRrjnkf;Ro ugha gSA  

lqijekbØks ¼vkj½ us NBh ih<+h ds u, baVsy  ¼vkj½ dksj  ¼Vh,e½ izkslslj lewg dks leFkZu nsus okys ,EcsMsM 

enjcksMZ vkSj flLVe lek/kku dk vukoj.k fd;k  

lku tksl] dSfyQksfuZ;k] 2 flracj] ihvkjU;wtok;j& ,f'k;kusVA  

& bl lek/kku esa 7 lky dh mRikn miyC/krk gS tks okf.kfT;d] vkS|ksfxd] esfMdy rFkk lSU; ,EcsMsM rFkk 

baVjusV vkWQ fFkaXl ¼vkbZvksVh½ ,Iyhds'kal ds fy, vuqdwy gS 

mPp fu"iknu] mPp izHkko'khyrk loZj] LVksjst VsDuksykWth rFkk xzhu daI;wfVax esa oSf'od vxz.kh daiuh lqij 

ekbØks daI;wVj] bad-  ¼ukLnSd] ,l,elhvkbZ½ us NBh ih<+h ds u, baVsy  ¼vkj½ dksj  ¼Vh,e½  izkslslj lewg  

¼dksM uke LdkbZysd½  dk leFkZu djus ds fy, ,EcsMsM enjcksMZ vkSj flLVe lek/kkuksa dh rRdky miyC/krk 

dh ?kks"k.kk dh gSA u, dkEiSDV enjcksMZ vkSj flLVe lek/kku okf.kfT;d] vkS|ksfxd] esfMdy rFkk lSU; m|ksxksa 

esa ,EcsMsM vuqiz;ksxksa dks y{; djrs gq, vf/kdre ÅtkZ izHkko'khyrk ds lkFk laof)Zr daI;wV ,oa xzkfQDl 

ijQkWesZal dh is'kd'k djrs gSaA ;s u, lek/kku baVsy  ¼vkj½ lkW¶Vos;j xkMZ ,DlVsa'kal  ¼ baVsy ¼vkj½ 

,lth,Dl ½ rFkk baVsy  ¼vkj½ eseksjh izksVsD'ku ,DlVsa'kal  ¼ baVsy ¼vkj½ ,eih,Dl½ tSlh ,MokaLM 

fo'ks"krkvksa dh is'kd'k djrs gSa ftuls lqj{kk etcwr gksrh gS tc blslqijekbØks ds vkbZvksVh xsVos 

¼,lokbZ,l&bZ100&8D;w½ ¼http://www.supermicro.com/products/system/compact/iot/sys-e100-8q.cfm ½ 

ds lkFk tksM+k tkrk gSftlls lcls etcwr ,t&Vq&DykmM v/kkslajpuk feyrh gSA  

lqijekbØks ds v/;{k ,oa lhbZvks pkYlZ fy;ax us dgk] ÞlqijekbØks ds vxyh ih<+h ds ,EcsMsM mRikn NBh ih<+h 

ds u, baVsy dksj izkslsljksa ds fy, leFkZu ds lkFk vius oxZ esa loZJs"B izn'kZu] izHkko'khyrk rFkk fo'ks"krk lewg 

dh is'kd'k djrs gSaA gekjk foLrkfjr lek/kku iksVZQksfy;ksdef'kZ;y ls ysdj vkS|ksfxd] esfMdy rFkk lSU; 

vuqiz;ksxksa rd ds lcls O;kid jsat ds vuqiz;ksxksa dks doj djrk gSA gekjs vkbZvksVh xsVos ds lkFk tqM+us ij 



lqijekbØks lcls egRoiw.kZ y{;] MkVk fuHkZjrk vkWijs'kuksa rFkk vuqiz;ksxksa ds fy, laiw.kZ ,aM&Vq&,aM 

v/kkslajpuk lek/kku is'k djrh gSAß 

vkbZvksVhth izksMDV ykbu ds funs'kd lSeqvy ØsosVk us dgk] ÞNBh ih<+h dk u;k baVsy ¼vkj½ dksj ¼Vh,e½ 

izkslslj lewg vk'p;Ztud :i ls rhoz lhih;w ,oa xzkfQDl ijQkWesZal] O;kid jsat dh ikoj ,oa Qhpj Lrjh;rk 

rFkk ubZ ,MokaLM fo'ks"krkvksa dh is'kd'k djrk gSftlls rh{.krk ls ysdj DykmM rd vkbZvksVh fMtkbu dks 

etcwrh feyrh gSA vius uohure iksVZQksfy;ks esa NBh ih<+h ds lqijekbØks ds baVsy ¼vkj½ dksj ¼Vh,e½ izkslsljksa 

dks lekfgr djus dk lqijekbØks  dk fodYi baVsy dh uohure VsDuksykWth ls ykHkkfUor gksrk gS ftlls mls 

ijQkWesZal] ewY; ,oa {kerk ds O;kid jsat okys vius xzkgdksa ds fy, ,dhd`r lek/kku nsus dh lgwfy;r feyrh 

gSAß 

QksVks&  http://photos.prnewswire.com/prnh/20150901/262636 

mRikn fof'k"Vrk,a 

 

-- UP Motherboard uATX 9.6" x 9.6" form factor (X11SSQ)[  

http://www.supermicro.com/products/motherboard/Core/Q170/X11SSQ.cfm ]  –  

Supports 6th Generation Intel(R) Core(TM) processors (up to 65W TDP), Intel(R)  

Celeron(R) processors, and Intel(R) Pentium(R) processors Socket H4 (LGA 1151),  

Intel(R) Q170 chipset, 6x SATA3 (6Gb/s) ports, RAID 0,1,5,10 Intel RST, 64GB  

Non-ECC DDR4-2133MHz in 4x UDIMMs, 1x PCI-E 3.0 (x16), 2x PCI-E 3.0 (x4), 1x  

PCI-E 3.0 (x1), M.2 M key 2242/2280 PCI-E x2, dual GbE, 1x HDMI, 1x DP  

(DisplayPort), 1x DVI-D, 1x eDP (Embedded DisplayPort), 1x SuperDOM, 8x USB 2.0  

ports (4x rear + 4x via headers), 4x USB 3.0 ports (2x rear + 2x via header),  

Intel(R) vPro(TM) technology with Intel(R) Active Management technology  

(Intel(R) AMT), ATX power connector, 7 year long-life availability. For use in  

medical or other embedded appliance applications. Optimized Chassis  

CSE-842i-500B  



 

-- UP Motherboard uATX 9.6" x 9.6" form factor (X11SSZ-QF)[  

http://www.supermicro.com/products/motherboard/Core/Q170/X11SSZ-QF.cfm ] –  

Supports 6th Generation Intel(R) Core(TM) (up to 65W TDP), Intel(R) Celeron(R)  

processors, and Intel(R) Pentium(R) processors Socket H4 (LGA 1151), Intel(R)  

Q170 chipset, 4x SATA3 (6 Gb/s) ports, RAID 0,1,5,10, 64GB Non-ECC DDR4-2133MHz  

in 4x UDIMMs, 1x PCI-E 3.0 x16, 2x PCI-E 3.0 (x4 in x8), dual GbE, 2x DP  

(DisplayPort), 1x DVI-I, 1x VGA, 1x SuperDOM, 9x USB 2.0 ports (2x rear + 6x  

via headers + 1x Type A), 4x USB 3.0 ports (2x rear + 2x via header), IPMI 2.0,  

Intel(R) vPro(TM) technology with Intel(R) Active Management Technology  

(Intel(R) AMT), 8-pin 12V DC power connector, ATX power connector, 7 year  

long-life availability. For use in medical or other embedded appliance  

applications. Optimized Chassis 1U 512-203B, 512F-350B, 514-441, 514-R400C,  

515-505, 813MTQ-280CB, 813MTQ-350CB, CSE-842i-500B  

 

-- UP Motherboard Mini-ITX 6.7" x 6.7" form factor (X11SSV-Q)[  

http://www.supermicro.com/products/motherboard/Core/Q170/X11SSV-Q.cfm ]  –  

Supports 6th Generation Intel(R) Core(TM) (up to 65W TDP), Intel(R) Celeron(R)  

processors, Intel(R) Pentium(R) processors Socket H4 (LGA 1151), Intel(R) Q170  

chipset, 5x SATA3 (6 Gb/s) ports RAID 0,1,5,10 Intel(R) RST, 32GB Non-ECC  

DDR4-2133MHz in 2x SO-DIMM s, 1x PCI-E 3.0 (x16), Mini-PCI-E with mSATA  

support, M.2 PCI -E 3.0 (x4) with SATA support, 2242/2280 M Key, dual GbE, 1x  

HDMI, 1x DP (DisplayPort), 1x DVI-I, 2x SuperDOM, 5x USB 2.0 ports (4x via  

headers + 1x Type A), 6x USB 3.0 ports (4x rear + 2x via header), Intel(R)  

vPro(TM) technology with Intel(R) Active Management Technology (Intel(TM) AMT),  



4-pin 12V DC power connector, ATX power connector, 7 year long-life  

availability. For medical or other embedded appliance applications.  

 

-- Embedded 1U SuperServer(R) (SYS-5019S-M2)[  

http://www.supermicro.com/products/system/1U/5019/SYS-5019S-M2.cfm ]   –  

Supports 6th Generation Intel(R) Core(TM) processors, Intel(R) Celeron(R)  

processors, Intel(R) Pentium(R) processors Socket H4 (LGA 1151), Intel(R) Q170  

chipset, 64 GB of Non-ECC DDR4-2133MHz in 4x UDIMMs, 4x 3.5" SATA3 hot-swap  

drive bays, 1x PCI-E x16 Gen 3 FH, FL slot, supports 3x independent displays  

(2x DP, DVI-I), TPM header, IPMI 2.0, Intel(R) vPro(TM) technology with  

Intel(R) Active Management Technology (Intel(R) AMT), Audio header, 350W  

high-efficiency power supply, 7 year long-life availability. Optimized for  

Security and Surveillance Appliance Server.  

 

-- Embedded 1U Short-Depth Server (SYS-1019S-M2)[  

http://www.supermicro.com/products/system/1U/1019/SYS-1019S-M2.cfm ]  –  

Supports 6th Generation Intel(R) Core(TM) processors, Intel(R) Celeron(R)  

processors, Intel(R) Pentium(R) processors Socket H4 (LGA 1151), Intel(R) Q170  

chipset, 64GB of Non-ECC DDR4-2133MHz in 4x UDIMMs, 2x SATA3, 4x USB 3.0, 1x  

USB 2.0 (type A), Dual GbE LAN, supports 3x independent displays (2x DP,  

DVI-I), 1x PCI-E3.0 (x16) for Full Height and Full Length add on card, TPM  

header, 1x SuperDOM, IPMI 2.0, Intel(R) vPro(TM) technology with Intel(R)  

Active Management Technology (Intel(R) AMT), Redundant 200W Platinum Level,  

High Efficiency (95%+) power supplies (optional Batter Backup Power module  

(BBP(TM))), 7 year long-life availability. Optimized for Machine Automation  



Server, Compact Military 1U Server, VOIP and Network Appliance, and Medical  

Application Servers.  

 

-- Embedded Mini Tower Server (SYS-5029S-TN2)[  

http://www.supermicro.com/products/system/midtower/5029/SYS-5029S-TN2.cfm ]  –  

Supports 6th Generation Intel(R) Core(TM) processors, Intel(R) Celeron(R)  

processors, Intel(R) Pentium(R) processors Socket H4 (LGA 1151), Intel(R) Q170  

chipset, 32GB of DDR4-2133MHz in 2x SO-DIMMs, 5x SATA3, 6x USB 3.0, 5x USB 2.0,  

dual GbE LAN, supports 3x independent displays (HDMI/DP/DVI-I), 2x COM ports,  

Audio, 1x PCI-E 3.0 (x16), 1x M.2 (M key 2242/80 PCI-E 3.0 (x4)), 1x Mini-PCI-E  

with mSATA support, TPM header, Intel(R) vPro(TM) technology with Intel(R)  

Active Management Technology (Intel(R) AMT), 7 year long-life availability.  

Optimized for Retail Technology Automation Small Medium Business, ATM, Kiosk,  

Surveillance appliance, Storage Appliance.  

 

-- IoT Gateway (SYS-E100-8Q)[  

http://www.supermicro.com/products/system/compact/iot/sys-e100-8q.cfm ] –  

Compact, Ultra Low-Power, Fanless Edge to Cloud Mesh Network Device. Supports  

Intel(R) Quark(TM) X1021 SoC (2.2W), 512MB DDR3 ECC memory, 1x Micro SDHC up to  

32GB, 2x Mini-PCI-E slots, 1x ZigBee module socket, TPM 1.2, 2x 10/100Mbps  

RJ45, Operating Temperature 0°C to 50°C 

lqijekbØks ds mPp fu"iknu] mPp izHkko'khyrk loZj] LVksjst rFkk ,EcsMsM ,Iyhds'kal ds fy, usVofdZax 

lek/kkuksa dh laiw.kZ 'k`a[kyk ds ckjs esa vf/kd tkudkjh ds fy, ns[ksa  www.supermicro.com/Embedded. 

 

lqijekbØks dh rktk [kcjksa vkSj ?kks"k.kkvksa dh tkudkjh ikus ds fy, bls Qslcqd 



¼https://www.facebook.com/Supermicro ½ vkSj fV~oVj ¼ https://mobile.twitter.com/Supermicro_SMCI½ 

ij QkWyks djsaA 

lqij ekbØks daI;wVj] bad- ds ckjs esa   

mPp fu"iknu rFkk mPp izHkko'khyrk okyh loZj VsDuksykWth esa vxz.kh uoizorZd daiuh lqijekbØks ¼vkj½ 

¼ukLnSd] ,l,elhvkbZ½ iwjh nqfu;k esa MkVk lsaVj] DykmM daI;wfVax] baVjizkbt vkbZVh] gMwi&fcx MkVk] 

,pihlh rFkk ,EcsMsM flLVEl ds fy, ,MokaLM loZj fcfYMax CykWd lkWY;w'kal ¼vkj½ dh ,d 'kh"kZ iznkrk daiuh 

gSA lqijekbØks viuh ^^oh dhi vkbZVh xzhu ¼vkj½** eqfge ds tfj;s i;kZoj.k dh lqj{kk ds fy, izfrc) gS vkSj 

xzkgdksa ds fy, cktkj esa miyC/k lcls ÅtkZ izHkkoh] i;kZoj.k vuqdwy lek/kku is'k djrh gSA  

lqijekbØks] chchih] fcfYMax CykWd lkWY;w'kal rFkk oh dhi vkbZVh xzhu lqijekbØks daI;wVj] bad- ds O;kikj 

fpg~u vkSj ;k iathd`r O;kikj fpg~u gSaA  

vU; lHkh czkaM] uke vkSj O;kikj fpg~u lacaf/kr LokfeRo dh laifÙk;ka gSaA   

,l,elhvkbZ&,Q  

lzksr% lqij ekbØks daI;wVj] bad-  

laidZ% MsfoM vksdknk] lqij ekbØks daI;wVj] bad-] davido@supermicro.com 

ihvkjU;wtok;j& ,f'k;kusV% jatu  

 

 


