
SNK-P0035AP4 Installation Procedure 
1. This heat sink supports both Intel LGA775 and LGA1366 sockets. Before installing the heat 

sink, please check what CPU socket type is on the motherboard. 
 

2. Based on motherboard CPU socket type (LGA775 or LGA1366) (Figure 1), insert the heat 
sink screws to the corresponding positions. Make sure the screws are fully inserted into the 
hole of the base plate (Figure 2). 

 
3. For LGA775 or LGA1366 socket, the heat sink back plate with an insulation slice should be 

pre-attached underneath the motherboard (Figure 3). 
 

4. Remove the fan from the black plastic fan holder (Figure 4). 
 

5. Do not apply any thermal grease on the bottom of the heat sink - the required amount has 
already been applied. 

 
6. Place the heat sink directly on top of the CPU (Figure 5). Make sure that the fan will face the 

front of the chassis and the four sets of heat sink screws with springs are aligned with those 
mounting holes on the heat sink back plate. 

 
7. Make sure that screwdriver torque setting is no more than 5.0 kgf-cm (4.3 lbf-in) and keep 

screw direction vertical. 
 

8. Screw in two diagonal screws (i.e., the #1 and #2 screws) until they are just snug (do not fully 
tighten). Then do the same with the remaining two diagonal screws. 

 
9. Finish by fully tightening all the screws. 

 
10. Install the fan back to the fan holder. The arrow sign shown on the fan and fan holder must be 

pointed to the same direction (Figure 6). 
 

11. Connect the fan connector to the CPU fan header on the motherboard. 
 
 

 




