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	LAB Validation Request Form

	

	

	

	

	Product Model
	B8DTP
	PCB Rev.
	BIOS REV 1.0b

	Project Leader
	Victor Yin

	Project Designer
	Andrew Yeh

	Product Manager
	Yagnesh Ashara

	Request Date
	3/10/2010
	Expected Completion Date
	03/17/2010

	Item
	Description
	QTY
	Checklist

	1
	Product/ Prototype
	Sample for testing 
	
	Y/N 

	2
	Schematic 
	Hard (Printed) or Soft (PDF) Copy for Hardware Validation
	 1 
	Y/N

	3
	Allegro Profile
	Soft Copy for hardware validation
	 1 
	Y/N

	4
	BOM
	Bill of Material: Draft/ updated copy
	 1 
	Y/N

	5
	PCB Re-Gerber Schedule
	Approximated schedule for next Gerber-out if applicable 
	mm/dd/yyyy 
	  

	6
	Supported Riser Card

(If supported)
	

	7
	Revision and Specification Change Note
	 

	Validation Major Focus

	Note: Please list all important areas that LAB should pay special attention to during validation

	b8dtp0.305
1. Add spread spectrum support for ICS932S421 on r1.01 board.

2. Add Watchdog function on r1.01 board.

3. Adjust SATA buffer strength

b8dtp0.304
1. Exchange CPU1&2 temperature readings.

2. Correct VCORE display.

b8dtp0.303
1. Fix EBDA conflict between system BIOS and LSI SAS OPTION ROM.

2. Reverse CPU1,2 Vcore and Memory VTT.

3. Implement Kawela SR-IOV workaround.

4. Set ICH10 GPIO33 to high before pass control to OS.

b8dt60.303
Don't use this, it is for B8DT6

1. Fix EBDA conflict between system BIOS and LSI SAS OPTION ROM.

2. Reverse CPU1,2 Vcore and Memory VTT.

3. Implement Kawela SR-IOV workaround.

4. Set ICH10 GPIO33 to high before pass control to OS.

b8dtpi0.224

This BIOS is for IBIST testing only.

Note: BIOS can not boot, please don't use it except IBIST testing.

b8dtp000.126

1. Enable Memory rank margin testing setup option.

2. Enable Memory Close loop throttling setup option.

3. Fix Westmere processor revision diplay problem.

4. Enable Memory Sparing option with Westmere CPU.

b8dtp000.119

1. Enable SMBIOS OEM string.

2. Change SATA1 default as Enhanced mode.

3. Set SIO GPIO21 to 1 before pass control to OS.

b8dtp105a.rom
Update QPI&MRC package revision to 2.00.

Note: This BIOS can be used on both NHM Dx and Westmere B0 processes.
1. Enable Memory rank margin testing setup option.

2. Enable Memory Close loop throttling setup option.

3. Fix Westmere processor revision diplay problem.

4. Enable Memory Sparing option with Westmere CPU.

b8dtp000.119

1. Enable SMBIOS OEM string.

2. Change SATA1 default as Enhanced mode.

3. Set SIO GPIO21 to 1 before pass control to OS.

b8dtp105a.rom
Update QPI&MRC package revision to 2.00.

Note: This BIOS can be used on both NHM Dx and Westmere B0 processes.

	

	

	

	

	

	

	

	

	

	


* To avoid delay of product validation, please provide all requested items to LAB
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